
STLK100 Twin Cable Throttle Linkage Kit 

Instruction Sheet 


FITTING THE LINKAGE TO THE CARBURETTORS: 
Fit the base plate and the cable bracket to the carburettor tops using the four long screws supplied. Adjust 
the push rod to length so that the top edge of the cast aluminium quadrant is horizontal when the throttle 
is fully closed. The operating lever on the shaft of your carburettors will be either ball pin or lotus lever 
type. Remove the lever from the carburettor, if it is the ball pin type drill out the ball pin using a 3/16th drill. 
If it is the lotus lever type remove the folded metal eyelet, leaving the lever arm with just one location 
hole. Refit the throttle lever to the carburettor and then fit the bottom rod end joint using the adaptor and 
washer as shown. Once assembled check that there is no restriction through the full range of movement 
especially at point 'P;. If so you will have to remove a section of the casting to allow full operating 
movement. 

THROTTLE PEDAL: 
Remove the throttle pedal and cut off the flat top, leaving just the round metal pedal. The pedal adaptor is 
made of aluminium. The adaptor will now slide over the pedal shaft and the grub screw should be tighted 
to hold it in place. ( Ideally, you should file a small flat surface on the round pedal shaft underneath the 
grub screw, this will stop the block rotating. It would also be a good idea to use a thread locking adhesive 
on the grub screw Which will dry when assembled). ideally the throttle cables should run at the same 
height as the original installation. The bulkhead must now be drilled to take the two bulkhead fittings using 
a 5/16th diameter drill, drill the holes as the same spacing as those in the pedal adaptor and at an average 
height of the pedal during its travel. Care should be taken when drilling these holes because if they 
are miss positioned excessive cable flexing will occur which will reduce the cable life. Route the cables 
around the engine compartment in the most direct route avoiding sharp bends and high temperature 
sources ( ie exhaust manifold).Cut the outer cable to length. Thread the inner cables through the pedal 
adaptor and the outer cables. Snap the bulkhead fittings into the drilled holes-once fitted these cannot be 
removed. 

MAINTENANCE: 
Ensure that the cable crossshaft rotates freely in the cast aluminium quadrant when finally assembled. 
Periodically lubricate the linkage with light machine oil. It is most important to lublicate the phosphor 
bronze bush which is located at the bottom of the main aluminium lever. 

CABLES: 
Cables are locked onto the crossshaft by one nut either side of the cable which should be centralised 
either side of each crossshaft hole. 

This is not a fitting instruction leaflet. It is an information guide 


